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RAM’S HORN AIR SUPPLY
The Ram’s Horn Air Supply is used with nuclear hoods and disposable suits (Tyvek® and others)
to supply breathing air to personnel in nuclear environments, coal-fired plants etc.  The Ram’s
Horn is manufactured of lightweight material and comes complete with neck straps and a belt,
which supports the connecting air hose. Due to its unique design, cool breathing air is
distributed to the head area for easy breathing while keeping the User cool.

COMBINED AIR/COMMUNICATION HEADER CONNECTOR

Industrial assembly for use with Air Headers. Designed to be used with SED Inc.’s
Air/Communication Hose    with, or without an electrical wiring tail.  Metal hose Release Lever
is durable and designed for extended use.

COMBINED AIR/COMMUNICATION HOSE
Combined Air/Communications Hoses  connect disposable and launderable plastic suits to
station air headers, such as those used to supply breathing & cooling air in Nuclear Power
Generation and Pharmaceutical industries.  
Communication wiring is incorporated into the hose to provide clear, continuous and effective
duplex voice communication to the employee in the suit, without additional encumbrance with
belt-mounted radios. 
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AUTO-RETRACTING AIR HOSE REEL
The auto-retracting air hose reel is utilized in reactor vaults to connect breathing and cooling
air hoses to the station headers in the plastic suit programs. This reel promotes effective hose
management for enhanced safety and helps prevent worker entanglement. It was designed to
meet the specific requirements of the nuclear power generation sector.

ACOUSTIC BOOTHS

Industrial Acoustic Phone Booth greatly enhances communication in areas with high
background noise levels, while providing ultimate privacy.  The booth is fitted with acoustic
foam & noise-dampening material to greatly reduce the background noise from outside the
booth.  A variety of styles are available to best address your working environment.  

https://sedtechnologies.com/Product/air-distribution-communication/suit-connection-assemblies/header-lock/


SUIT COMPONENTS

AIR/COMMUNICATION ASSEMBLY (ACA)
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This Assembly is designed to terminate the Air Only Hose at the suit interface fitting, without
electrical wiring. It uses an ADI (Bobbin) to connect the Breathing Air Hose to the suit. These
are typically used with launderable plastic suits.

AIR ONLY DISTRIBUTION ASSEMBLY (ADA)

AIR DISTRIBUTION INTERFACE (BOBBIN)
The Assembly provides a termination point for the Air/Communications Hose  and Air
Breathing Hose at the suit. The fitting is snapped into the plastic suit’s outer and inner
waistband walls, to provide air supply into the plastic suit air channels for breathing and
cooling.

GLOVE RINGS LARGE/SMALL
Glove Rings are a replaceable component that terminates the arms of a plastic suit. Gloves are
fitted in an air-tight fashion to the suit, typical of those used in CANDU nuclear power
generating stations.  Gloves may be replaced without the use of special tools and are
generally attached prior to entry into the work area by the User or a Dresser.

HEADER LOCK
Header Locks are designed to lock SED Inc’s Combined Air/Communication™ Whip and
Combined Air/Communication™ Hoses to the Air Breathing Station.  Locks prevent unwanted
removal of the Whip, which helps to reduce wear & tear on the header connector and
connected hoses.

This assembly provides a termination point for the Combined Air/Communication Hose    at the
suit interface fitting (at the Air Distribution Interface). It uses the ADI (Bobbin) to connect the
Combined Air/Communications Hose  to the suit. These are typically used with launderable
plastic suits. The assembly splits out a separate electrical connection from the Combined Air/
Communication Hose for communications in the plastic suit. 
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